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Technical Data 
VIBRATOR-SYSTEM VVDA 

Vibrator Specifications 
Base plate pressure 127500 N (12750 kp) 

Base plate size 1.75 m' 

Lift stroke 800mm 

Lift synchronization Hydraulic') 

Oil reservoir open 

Oil fill method Pre charge pump 

Vibrator isolation Airbag 

Piston area 40.25 cm' 

Peak force 84500 N (8450 kp) 

Displacement 41 mm 

Usable stroke 82mm 

Actuator weight 1500 kg 

Displacement limit 8 Hz - 127 Hz (5.5 Hz theor.) 

Pump model Brüninghouse 125 EZ 

Max. pump output 2501/ min 

') 'Two cylinder lever system (PRAKLA-SEISMOS patent) 

Vehicle Specifications 

VehicJe Truck 4 x 4 

Engine type Magirus Deutz F6L 413 

Engine max. HP 129 kW (176 HP) 

VehicJe length 6900mm 

Vehicle height 3100 mm 

Vehicle width 2450 mm 

TIm sizes Iront: 13.00-20 

rear: 18.00-22.50 

Wheelbase 4400mm 

Power transmission Hydrostatic 

Max. road speed 80 km/ h 

') Total weight 14130kg 

') This weight varies with oplional equipment 

Standard Equipment 

Diesel tanks 4801 

Automatic air bag pressure till system 

Hydraulic monitor system In cabin 

Optlonal EqUipment 

Seperate electr. systems 
tor vehicle and electromcs 

Air conditioning 

Winch 

Tanks and oil/air cooler 
with brush-guard 

Sound prooting 

Further accessories on request 

Technical changes without notice 

Technische Daten 
VIBRATOR-SYSTEM VVDA 

Vibratorbeschreibung 
Grundplattenandruck 127500 N (12750 kp) 

Grundplattengröße 1.75m2 

Liftweg 800mm 

liftsynchronisation hydraulisch') 

ölbehälter oHen 

ölfüllmethode Vorspannpumpe 

Vibratorisolation Lufttedern 

Kolbenfläche 40.25 cm' 

Kraftamplitude 84500 N (8450 kp) 

Auslenkung 41 mm 

Nutzbarer Hub 82mm 

Masse-Gewicht 1500 kg 

Hz Versatzgrenze 8 Hz- 127 Hz (5.5 HZlheor.) 

Pumpen modell Brüninghaus 125 EZ 

Max. Förderstrom 2501/min 

') Zwei-Zylinder-Littsystem (Patent von PRAKLA-SEISMOS) 

Fahrzeugbeschreibung 

Fahrzeug Lkw-Allrad 4 x 4 

Motortyp Magirus Deutz F6L 413 

Motorleistung 129 kW (176 PS) 

Fahrzeuglänge 6900 mm 

Fahrzeughöhe 3100mm 

Fahrzeugbreite 2450 mm 

Reifengröße vorn: 13.00-20 

hinten: 18.00-22.50 

Achsabstand 4400 mm 

Kraftübertragung hydrostatisch 

Max. Fahrgeschwindigk. 80 km/ h 

") Gesamtgewicht 14130 kg 

' ) Dieses Gewicht variierl bei zusätzlicher Ausrüstung 

Standardausrüstung 

Dieseltanks 480 I 

Automatische Lufttederbalgtüllung 

Hydrauliküberwachung in der Fahrerkabine 

.. 
Zusatzausrustung 

Separate Stromversorgung 
tür Fahrzeug und Elektron ik 

Klimaanlage 

Winde 

Tanks und Ol-Luft-Kühlanlage 
mit Abweiser 

Sch allschutz 

Weiteres Zubehör aut Antrage 

Technische Änderungen vorbehalten 
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