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Vibrator type: VVFC - Buggy mounted / 4X4 / rigid frame '" .... 
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Steering: Crab, front steer, coordinated '" c.:; 
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Total weight: 18,000 kg; 39,681lbs ... 
'" Front axle load: 8,400 kg; 18,517lbs 
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Rear axle load: 9,600 kg; 21,164lbs ~ 
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Tires: 23.1 x 26 AS 16 PR '" ·a 
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Engine: Deutz / KHD F 8 L 413F (142 kW @2150 rpm) :;:: 
u 

"Ei 
Transmission: Hydrostatic drive .B 
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Fuel tank capacity / run time 510 liters / > 12 ho urs " '" .§ 
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Transducer: 

Hydraulic peak force: 162,147 N; 36,454lbf 

Hold down weight: 15,180 kg; 33,465lbs 

Reaction mass: 3,110 kg; 6,856lbs 

Baseplate area: 2.4 m2
; 25.82 ft2 

. 
RM to BP weight ratio: 2.06: 1 

Lift stroke: 900mm; 35.4 ins 

Piston area: 76.42 cm2
; 11.8 ins2 

System pressure: 210 bar; 3,050 psi 

Usable stroke: (P-P) 70 mm; 2.8 ins 

Usable frequency range: 5 - 250 Hz 

Features: 

Low actuator center of gravity gives exceptional stability. 

Extremely stift baseplate. 

Climate kits available. 
-

Sound reduction package available. 

TÜV (German Technical Authority) approved . 
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